Liite 1

R08(31.8)

D62300)

#03.15)

1530 (62.2)

1300¢51.2)
HI(515)

Wil

it
i

Current {A)

[lemug pup 2905 SZIEULON

{9Ixewid PUE 90,\'95] SZ§RULON

Sw |

Temperture Coeffidency

Power (W)

Temp. Coeff. of sc = 0039 %/ ©
=-035%/C
-042% C

25

Electrical Parameter

Peak power [Pmax]

Maximum power current [imp]

Maximum power voltage [Vmp]
Short circuit current [Isc]
Open circuit voltage [Voc]

Power tolerance

NOCT [°C]

STC: AM1.5 | 1000 W/e| Module temperature 25

Module Type

Maximum system voltage [U]
Maximum re.ve.rsé c.urre.nf 0} .
Tembemue range » .
Withstand wind loads
Wilﬁstand sﬁow I.oéds

Temperature Coefficency

Temperature coefficiency [U] | 11| [P]

Mechanical Parameter
Solar cells
Céll si.ze. .
Dimension
Glass frénl

HIM185M-24 HIM190M-24 HIM195M-24 HIM200M-24

185W 190W 195W 200W
5.04 5.16 5.20 529 '
2 s B B B
544 557 562 571
44.06 44,06 44.46 44.86
0, +5% 0, +5% /+3% +443%

| 45:2°C  45+2°C 45+£2°C  45+2C

C

HIM185M-24 7 HIM190M-24 / HIM195M-24 / HIM200M-24
1000V

15A

-40to SS;C

2400 Pa

5400 Pa

HIM185M-24 / HIM190M-24 / HIM195M-24 / HIM200M-24
-0.35% /°C| 0.039% /°C | -0.42 % /°C

HIM185M-24 / HIMT190M-24 / HIM195M-24 / HIM200M-24
6 x 12 in series

125 mm x 125 mrﬁ .

1580 mm x 808 mm x 35 mm | 16.5 kg

Hi:gh transrﬁission 3;2 mm tempered g_lass

Frame stable, anodized aluminum frame

Cable 4 mn7 | Length 900 mm

Packing HIM185M-24 / HIM180M-24 / HIM195M-24 / HIM200M-24
Packing unit 28 pes/pallet | 28 pallets/40’ Container | 784pcs/ 40° Container

Dimension | Weight (pallet)

Techrmcal data are averages and mey vary slightly. Authontative dets associated retad sale of rr

change without potice.

163 cmx 110cm x 110cm | 470 kg gross weight

techmical changes arc subject o




